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RECONSTRUCTION INTERSECTION DETAIL
STA. 23+96 TO STA. 25+68
. CONSTRUCTION ¢
= p , =
S 50 50’ OR 60 3
o .
30’ 30’ o
12’ | 12/ 12/ | 12’ | 12’
0.5 4 @ @ SEE NOTE ﬁ 4 0.5’
" | 27 v o
. 2/l ) 4% SLOPE
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SAW CcuT

()g@ \— SAW CUT
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RESURFACING AND WIDENING

STA, 25+68 TO STA, 53+58

NOTE:

LEFT TURN LANE FROM STA.25+68 TO STA. 29+0.
DUAL LEFT TURN LANE FROM STA,29+0 TO STA. 45+53.
LEFT TURN LANE FROM STA. 45+53 TO STA. 48+8,

DUAL LEFT TURN LANE FROM STA.48+81TO STA,53+58,

5 5 10
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SCALE IN FEET

R.0.W.

Fov SECTION COUNTY — =
1215 89-00i69-05-WR LAKE 53 L)

TYPICAL CROSS SECTIONS: PROPOSED CONDITIONS

CONTRACT N0, 83847 | uses |

SUNSET AVENUE

ROW_TABLE

(OFFSETS FROM CONSTRUCTION CENTERLINE)
STA. ROW LT ROW RT
4+29.10 50.00 50.00
10+25.99 - 9.69
10+33.84 108.15 -
19+66.90 106.19 -
19+74.69 -~ 93.66
25+60.4! - 50.56
25+71.52 50.00 -
25+77.29 50.00 -

98+96.67 (NW) 38,30
100+97.15 (NW) 30.96
[01+33.9H{NW) -
9%+03.I19 (NW) --
I00+73.25 (NW) -
27+20.00 50.00
27+32.95 -
35+82.38 -
46+51,29 50.00
46+70.8 et
46+76.4 T6.17
46+8l.28 --
47+36.91 74.00
47+40.94 -
47+50.44 -
47+62.04 50.00
438+00.00 -
54+40.28 -
54+41.56 50.00

30.60
31.96
46.35
50.00
50.00-60.00

60.0

80.00
80.00
60.00
60.00-50.00
50.00

LEGEND

L3

OEPCRPEPOPR® © ©e0

2 "HOT-MIX ASPHALT SURFACE COURSE, MIX 'D*, N70

1%2" HOT-MIX ASPHALT SURFACE COURSE, MIX D, NTO

8 /2" HOT-MIX ASPHALT BINDER COURSE, IL~I8,0, N70
(3*Ist LFT, 3*2nd LIFT, 2/5" 3rd LIFT)

8 !/4* HOT-MIX ASPHALT BINDER COURSE, IL-i9.0, NT0
(3'Ist LIFT, 3'2nd LIFT, 244" 3rd LFD

12" AGGREGATE SUBGRADE

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

4* PIPE UNDERDRAMN

PROPOSED COMBINATION CONCRETE CURB AND GUTTER B-6.24

1%2" HOT-MIX ASPHALT SURFACE COURSE, MIX D%, N70
2 V" HOT-MIX ASPHALT BINDER COURSE, IL-1.0, NTO
4" FURNISHING AND PLACING TOPSOIL

PROPOSED COMBINATION CONCRETE CURB AND GUTTER B-6.12 (SLOPE 2% TOWARDS PAVEMENT)

HOT-MIX ASPHALT SURFACE REMOVAL I/2*

VARIABLE DEPTH HOT-MIX ASPHALT BINDER COURSE, iL-19.0, NT0

* SODDING WILL BE USED ON ALL TOPSOIL
AREAS EXCEPT AS NOTED IN THE PLANS.
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